AMENDMENTS TO THE CLAIMS 

Please cancel Claims 7-13; amend Claims 1, 3, 5 and 14; and, add new Claims 
15-20 as follows. 

Listing Of Claims 

1. (curently amended) A ventilation and deodorizatlon system for a vehicle, 
comprising: 

a receiving unit disposed to receive a remote operation signal from a 
portable terminal; 

a door lock switching unit for perfonning a locking and an unlocking of a 

vehicle door; 

an air conditioner which introduces outside air of a passenger 
compartment of the vehicle and blows the introduced outside air into the passenger 
compartment in a ventilation operation; and 

a control device for controlling operation of the door lock switching unit 
and the air conditioner, wherein, 

when the receiving unit receives a door unlocking request signal as the 
remote operation signal, both the door lock switching unit is controlled by the control 
device to perform the unlocking of the vehicle door, and at the same time the air 
conditioner is controlled by the control device to perform the ventilation operation. 

2. (original) The ventilation and deodorizatlon system according to claim 1 , 
wherein: 
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the air conditioner includes a plurality of air outlets from which air is blown 
into the passenger compartment, and an air outlet opening/closing unit for opening and 
closing the air outlets; and 

in the ventilation operation, the air outlet opening/closing unit is controlled 
by the control device to open all the air outlets such that air is blown from all the air 
outlets. 

3. (currently amended) Tho vont il ation and doodorizat i on system according 
to claim 1, whoroin: A ventilation and deodorization svstem for a vehicle, comprising: 

a receiving unit disposed to receive a remote operation signal from a 

portable terminal: 

a door lock switching unit for performing a locking and an unlocking of a 

vehicle door: 

an air conditioner which introduces outside air of a passenger 
compartment of the vehicle and blows the introduced outside air into the passenger 
compartment in a ventilation operation: and 

a control device for controlling operation of the door lock switching unit 
and the air conditioner, wherein, 

when the receiving unit receives a door unlocking reguest signal as the 
remote operation signal, the door lock switching unit is controlled bv the control device 
to perform the unlocking of the vehicle door, and the air conditioner is controlled bv the 
control device to perform the ventilation operation: 
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the control device has a door opening/closing detection unit for detecting a 
door opening of the vehicle, 

when the door opening/closing detection unit detects the door opening of 
the vehicle in the ventilation operation, the control unit releases the ventilation 
operation. 

4. (original) The ventilation and deodorization system according to claim 1, 
wherein: 

the control device releases the ventilation operation when a 
predetermined time passes after the ventilation operation is performed. 

5. (currently amended) The venti l at i on and deodorizat i on systom according 
to claim 1, whoroin: A ventilation and deodorization system for a vehicle, comprising: 

a receiving unit disposed to receive a remote operation signal from a 
portable terminal: 

a door lock switching unit for performing a locking and an unlocking of a 

vehicle door: 

an air conditioner which introduces outside air of a passenger 
compartment of the vehicle and blows the introduced outside air into the passenger 
compartment in a ventilation operation: and 

a control device for controlling operation of the door lock switching unit 
and the air conditioner, wherein. 
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when the receiving unit receives a door unlocking request signal as the 
remote operation signal, the door lock switching unit is controlled bv the control device 
to perform the unlocking of the vehicle door, and the air conditioner is controlled bv the 
control device to perform the ventilation operation: 

the control device releases the ventilation operation when the door lock 
switching unit performs the locking of the vehicle door in the ventilation operation. 

6. (original) The ventilation and deodorization system according to claim 1, 
wherein: 

in the ventilation operation, the air conditioner blows the introduced 
outside air substantially by a maximum air-blowing capacity. 

7. -13. (cancelled) 

14. (currently amended) A ventilation and deodorization system for a vehicle, 
comprising 

a receiving unit disposed to receive a remote operation signal from a 
portable terminal; 

a door lock switching unit for performing a locking and an unlocking of a 

vehicle door; 

an air cleaning device which introduces inside air of a passenger 
compartment of the vehicle, and blows the introduced inside air into the passenger 
compartment after cleaning in an air cleaning operation; 



Serial No. 10/822,840 



Page 5 of 10 



an air conditioner which introduces outside air of the passenger 
compartment of the vehicle and blows the introduced outside air into the passenger 
compartment in a ventilation operation; and 

a control device for controlling operation of the door lock switching unit, 
the air cleaning device and the air conditioner, wherein: 

when the receiving unit receives a door unlocking request signal as the 
remote operation signal, both the door lock switching unit is controlled by the control 
device to perform the unlocking of the vehicle door, and at the same time at least one of 
the air cleaning operation and the ventilation operation is performed. 

15. (new) The ventilation and deodorization system according to claim 14, 
wherein the air cleaning device is an air cleaner mounted in the vehicle to be separated 
from the air conditioner. 

16. (new) The ventilation and deodorization system according to claim 14, 
wherein: 

the air cleaning device is provided in the air conditioner for performing an 
air conditioning operation of the passenger compartment; 

the air conditioner includes a filter for filtering air, and a blowing unit for 
blowing air into the passenger compartment; and 

in the air cleaning operation, the blowing unit blows the inside air after 
passing through the filter into the passenger compartment. 
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17. (new) The ventilation and deodorization system according to claim 14, 
wherein: 

the control device has a door opening/closing detection unit for detecting a 
door opening of the vehicle, 

when the door opening/closing detection unit detects the door opening of 
the vehicle in the air cleaning operation, the control unit releases the air cleaning 
operation. 

18. (new) The ventilation and deodorization system according to claim 14, 
wherein: 

the control device releases the air cleaning operation when a 
predetermined time passes after the air cleaning operation is performed. 

19. (new) The ventilation and deodorization system according to claim 14, 
wherein: 

the control device releases the air cleaning operation when the door lock 
switching unit performs the locking of the vehicle door in the air cleaning operation. 

20. (new) The ventilation and deodorization system according to claim 14, 
wherein: 

in the air cleaning operation, the air conditioner blows the introduced 
inside air substantially by a maximum air-blowing capacity. 
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